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JWIPC Technology Co.,Ltd
Address: 13/F, Haisong Building B, Tairan 9th Rd, Futian District Shenzhen, 

Guang Dong Province, PRC

CREATING  A  SMARTER  WORLD



About JWIPC

DMS Technology Manufacturing Service

Advanced manufacturing & Manufacturing Facilities
Empowering customers, creating a smarter future.
JWIPC is an AIoT Hardware Solution Provider empowering industrial digitalization with robust hardware

infrastructure.  A national high-tech enterprise and a national “Specialized, Refined, Unique, and New”(SRUN) little 

giant firm.  Based on intelligent hardware device solutions for the IoT ecosystem, JWIPC comprehensively promotes 

application scenarios for the AIoT. The company has built up core capabilities such as product definition based on 

multiple scenarios, product development in multiple forms, flexible manufacturing and supply chain, and digitalized 

information management system.

Product design and development

Fast delivery and advanced manufacturing capabilities

Efficient after-sales service
Response within 4 hours 
Initial solution within 48 hours

Efficient and responsive supply chain            Rapid production period 
Complete manufacture facilities                    ISO certified

Offer customization service to meet your demands 
23 Million USD R&D investment in 2022
More than 30% employees are R&D with an average work experience of 8 years 

180,000+㎡ 2 Sites Fully Certified Scale+Flexibility Fast Delivery iMES System

DongGuan ZhengZhou

12years 1600+ 20+ 001339.SZ

Established No.of Employees Businesses Stock Symbol

QCO1287 ISO14001 ISO9001 CQCISO45001



Product Highlights 

Unmanaged

Managed

Feature

•8/24*10/100/1000BaseT(X), 2*1G SFP optional 
•8 PoE ports with 60W power budget
•Auto-negotiation and auto MDI/MDIX on all ports
•Plug-and-Play installation for convenience

Unmanaged Full Gigabit Ethernet Switch

•8/24/48*10/100/1000BaseT(X), 2/4*1G SFP 
•8/24 PoE+ ports with 60W/240W/360W power budget
•Support TACACS+, SNMPv3, IEEE 802.1X, HTTPS, and SSHv2 
•Support ERPSv1, STP/RSTP and MSTP
•Easy network management by web browser, CLI, Telnet/serial console

L2 Managed Full Gigabit Ethernet Switch

•24/48*10/100/1000BaseT(X), 4*10G SFP+ 
•24 PoE+ ports with 360W power budget
•Support TACACS+, SNMPv3, IEEE 802.1X, HTTPS, and SSHv2  
•Support ERPSv1, STP/RSTP and MSTP
•Easy network management by web browser, CLI, Telnet/serial console

10G L2+ Managed Ethernet Switch 

•48*10GBaseT(X) or 48*10G SFP+, 6*100G QSFP28 
•High port density and powerful forwarding capacity
•Supports VXLAN, MP-BGP EVPN, FCoE, PFC, ETS, DCBX and 
    DRNI(M-LAG)

100G L3 Managed Ethernet Switch 

•24/48*10/100/1000BaseT(X), 4*10G SFP+ 
•24 PoE+ ports with 360W power budget
•Support TACACS+, SNMPv3, IEEE 802.1X, HTTPS, and SSHv2  
•Support ERPSv1, STP/RSTP and MSTP
•Support Static Unicast Routes;RIPv1/v2;OSPF
•Easy network management by web browser, CLI, Telnet/serial console

10G L3 Lite Managed Ethernet Switch
Enterprise Networking

10G L2+ Managed Ethernet Switch with 2.5G RJ45

•24*1000/2500BaseT(X), 6*10G SFP+ 
•24 PoE++ ports with 720W power budget
•Support TACACS+, SNMPv3, IEEE 802.1X, HTTPS, and SSHv2  
•Support ERPSv1, STP/RSTP and MSTP 
•Easy network management by web browser, CLI, Telnet/serial console

Up to 100G L3 Managed Ethernet Switch 

•48*10/100/1000BaseT(X), 48*1G SFP;6/24*10G SFP+, 2*100G QSFP28
•Support TACACS+, SNMPv3, IEEE 802.1X, HTTPS, and SSHv2
•Support ERPSv1, STP/RSTP and MSTP
•Support RIP OSPF BGP, Policy routing;Equivalentrouting 
    forload balancing;VRRP
•Easy network management by web browser, CLI, Telnet/serial console

S1600 Series

S5600 Series

S5800 Series

S6200 Series

S6500 Series

S3200 Series

S4300 Series



Total ports number

10/100/1000TX Ports

GE out-of-band management ports

1G SFP Ports

PoE Ports

PoE Mode

Power budget

Jumbo frames(9KB)

Switching capacity

MAC address table size

Auto-negotiation

Auto-MDI/MDIX

Dimension(W x D x H) mm

Mounting 

Operating Temperature

FCC ClassA/CE/UL Compliant ●

Input range

System power consumption

Port LED

Console RJ45 ports

8

8

-

-

-

-

-

●

16Gbps

4K

●

●

12V/0.5A

6W

Green: link/active

-

158*105*27

Desktop

0º to 50ºC

 -40º to 70ºC

10% to 90% (non-condensing)

●

8

8

-

-

8

IEEE802.3af/at

60W

●

16Gbps

4K

●

●

54V/1.67A

90W

Green: link/active  Yellow:PoE

-

158*105*27

Desktop

0º to 50ºC

 -40º to 70ºC

10% to 90% (non-condensing)

●

26

24

-

2

-

-

-

●

52Gbps

8K

●

●

12V/1.5A

18W

Green: link/active

-

320*208*44

Rackmount

0º to 50ºC

 -40º to 70ºC

10% to 90% (non-condensing)

Storage Temperature 

Ambient Relative Humidity 

Power Over Ethernet

Performance

HW/ME

Interface

Certification

● Supported 

Unmanaged Ethernet Switches  

Enterprise Ethernet Switch

S1600-8T S1600-8T-P S1600-26TS



Total ports number

10/100/1000TX Ports

1G SFP Ports

PoE Ports

PoE Mode

Power budget

DDRIII capacity

MAC address table size

Flash memory

ARP table size

Jumbo frames

Switching capacity

Dimension(W x D x H) mm

Mounting 

Ambient Relative Humidity

Operating Temperature/Storage Temperature

FCC ClassA/CE/UL Compliant

Auto-negotiation

Auto-MDI/MDIX

IPv4/IPv6 Dual Protocol Stack, 
IPv6 DHCP
802.1Q VLAN;Protocol-based VLAN;
Port-based VLAN;IP Subnet-based VLAN, 
MAC-based VLAN, Voice VLAN;
GVRP;QinQ

Static link aggregation;LACP;

QoS:802.1p/ToS/port/DiffServ;
SP, WRR,SP+WRR;
8 queues/port of Priority Queues

IGMP:IGMP v1v2v3, IGMP Snooping

ERPSv1, STP/RSTP and MSTP

Standard ACL; Expand ACL; 
VLAN ACL;IPv4/IPv6 ACL

Storm Control
CLI / Telnet/ Web, SNMP; RMON;
FTP/SFTP/TFTP client; 
NTP; LLDP; 
ping;Traceroute; syslog

RADIUS / TACACS+,  IEEE 802.1X;
DHCP client/ Relay; 
DHCP Snooping (Option 82), 
IP Source guard, DoS Protection

Console RJ45 ports

Input range

System power consumption

Port LED

GE out-of-band management ports

8

10

2

-

-

-

128M Byte

8K

32M Byte

1K

 9KB

20Gbps

266 * 161 * 43.6

Rackmount

0º to 50ºC/-40º to 70ºC 0º to 50ºC/-40º to 70ºC 0º to 50ºC/-40º to 70ºC 0º to 50ºC/-40º to 70ºC 0º to 50ºC/-40º to 70ºC 0º to 50ºC/-40º to 70ºC 0º to 50ºC/-40º to 70ºC

10% to 90% (non-condensing)

●

●

●

●

●

●

●

●

●

●

●

●

1

12V/1A

12W

Green: link/active  Yellow: speed

-

8

12

4

-

-

-

256M Byte

8K

32M Byte

1K

 9KB

24Gbps

Rackmount

10% to 90% (non-condensing)

●

●

●

●

●

●

●

●

●

●

●

●

1

12V/1A

12W

Green: link/active  Yellow: speed

-

8

10

2

8

IEEE802.3af/at

60W

128M Byte

8K

32M Byte

1K

 9KB

20Gbps

320 * 208 * 43.6 320*208*44

24

28

4

-

-

-

256M Byte

8K

32M Byte

1K

 9KB

56Gbps

Rackmount

10% to 90% (non-condensing)

●

●

●

●

●

●

●

●

●

●

●

●

1

54V/1.67A

24W

Green: link/active  Yellow: speed

-

442 * 220 * 43.6

24

28

4

24

IEEE802.3af/at

360W

256M Byte

8K

32M Byte

1K

 9KB

56Gbps

Rackmount

10% to 90% (non-condensing)

●

●

●

●

●

●

●

●

●

●

●

●

1

12V/5A  54V/7.2A

450W

Green: link/active  Yellow: speed  Yellow: PoE

-

440 * 260 * 43.6

48

52

4

-

-

-

128M Byte

16K

32M Byte

1K

 9KB

104Gbps

Rackmount

10% to 90% (non-condensing)

●

●

●

●

●

●

●

●

●

●

●

●

1

12V/3A

36W

Green: link/active

-

440 * 220 * 44

Rackmount

10% to 90% (non-condensing)

●

●

●

●

●

●

●

●

●

●

●

●

1

53V/1.5A

80W

Green: link/active  Yellow: speed  Yellow: PoE

-

8

12

4

8

IEEE802.3af/at

240W

256M Byte

8K

32M Byte

1K

 9KB

24Gbps

320*208*44

Rackmount

10% to 90% (non-condensing)

●

●

●

●

●

●

●

●

●

●

●

●

1

54.5V/4.86A 12V/2A

288W

Green: link/active  Yellow: speed  Yellow: PoE

-

Power Over Ethernet

Performance

SW/Protocols

Interface

Certification

Managed Ethernet Switches 

HW/ME

S3200-10TF S3200-10TF-P S3200-12TF S3200-12TF-P S3200-28TF S3200-28TF-P S3200-52TF



Total ports number

10/100/1000TX Ports

10G SFP+ Ports

1G SFP Ports

PoE Ports

PoE Mode

Power budget

DDRIII capacity

MAC address table size

Flash memory

ARP table size

Jumbo frames

Switching capacity

Dimension(W x D x H) mm

Operating Temperature

Ambient Relative Humidity

/Storage Temperature

FCC ClassA /CE /UL Compliant

Auto-negotiation

Auto-MDI/MDIX

IPv4/IPv6 Dual Protocol Stack;
IPv6 Neighbor Discovery/
Discovery Snooping; 
IPv6 DHCP client/Snooping; 
MVR /SNMP/HTTP /SSH /Telnet over IPv6

Static Unicast Routes; RIP; OSPF

802.1Q VLAN;Protocol-based VLAN; 
Port-based VLAN;
IP Subnet-based VLAN, 
MAC-based VLAN, Voice VLAN;
GVRP;QinQ

Static link aggregation;LACP;

QoS:802.1p/ToS/port/DiffServ;
SP, WRR,SP+WRR;
8 queues/port of Priority Queues

IGMP:IGMP v1v2v3, IGMP Snooping

ERPSv1, STP/RSTP and MSTP

Standard ACL; Expand ACL; 
VLAN ACL;IPv4/IPv6 ACL

Storm Control
CLI,Telnet, Web management, 
SNMPv3; RMON (groups 1, 2, 3 and 9); 
MIB II; DHCP client/Relay/option 66,67 ;
FTP/SFTP/TFTP client; SNTP/NTP; LLDP;
OAM; UDLD; SMTP; sFlow; 
MLDv1/v2; MLD snooping; 
ping; Traceroute; syslog

RADIUS / TACACS+,  IEEE 802.1X;
DHCP client/ Relay; DHCP Snooping (Option 82), 
IP Source guard, DoS Protection
HTTPS and SSLv3;

Console RJ45 ports

Input range

System power consumption

Port LED

GE out-of-band management ports

24

28

-

4

-

-

-

512M Byte

16K

64M Byte

1K

 9KB

128Gbps

440 * 280 * 44

0º to 50ºC/ -40º to 70ºC

10% to 90% (non-condensing)

●

●

●

●

●

●

●

●

●

●

●

●

●

●

●

●

●

●

●

●

●

1

100-240VAC 50-60Hz

21W

Green: link/active

1

24

28

-

4

24

IEEE802.3af/at

360W

512M Byte

16K

64M Byte

1K

 9KB

128Gbps

440 * 280 * 44

0º to 50ºC/ -40º to 70ºC

10% to 90% (non-condensing)

●

●

●

●

●

●

●

●

●

●

1

100-240VAC 50-60Hz

450W

Green: link/active  Yellow: PoE

1

4(combo)

32

24

4

-

-

-

512M Byte

16K

64M Byte

1K

 9KB

128Gbps

440 * 280 * 44

0º to 50ºC/ -40º to 70ºC

10% to 90% (non-condensing)

●

●

●

●

●

● ●

●

●

●

●

1

100-240VAC 50-60Hz

45W

Green: link/active

1

48

52

-

4

-

-

-

512M Byte

16K

64M Byte

1K

 9KB

176Gbps

440 * 330 * 44

0º to 50ºC/ -40º to 70ºC

10% to 90% (non-condensing)

●

●

●

●

●

●

●

●

●

●

1

100-240VAC 50-60Hz

45W

Green: link/active

1

Power Over Ethernet

Performance

L3 Protocols

SW/Protocols

HW/ME

Interface

Certification

Total ports number

10/100/1000TX Ports

10G SFP+ Ports

1G SFP Ports

PoE Ports

PoE Mode

Power budget

DDRIII capacity

MAC address table size

Flash memory

ARP table size

Jumbo frames

Switching capacity

Dimension(W x D x H) mm

Operating Temperature

Ambient Relative Humidity

/Storage Temperature

FCC ClassA /CE /UL Compliant

Auto-negotiation

Auto-MDI/MDIX

IPv4/IPv6 Dual Protocol Stack;
IPv6 Neighbor Discovery/Discovery Snooping;
IPv6 DHCP client/Snooping; 
MVR /SNMP/HTTP /SSH /Telnet over IPv6

L3 Rounting :Static Unicast Routes

Static link aggregation;LACP;

Standard ACL; Expand ACL; VLAN ACL; 
IPv4/IPv6 ACL

IGMP:IGMP v1v2v3, IGMP Snooping

ERPSv1, STP/RSTP and MSTP

Storm Control
CLI,Telnet, Web management, 
SNMPv3; RMON (groups 1, 2, 3 and 9); MIB II; 
DHCP client/Relay/option 66,67 ;
FTP/SFTP/TFTP client; 
SNTP/NTP; LLDP; OAM; UDLD; SMTP; sFlow; 
MLDv1/v2; MLD snooping; 
ping; Traceroute; syslog

QoS:802.1p/ToS/port/DiffServ;
SP, WRR,SP+WRR;
8 queues/port of Priority Queues

RADIUS / TACACS+,  IEEE 802.1X;
DHCP client/ Relay; DHCP Snooping (Option 82), 
IP Source guard, DoS Protection
HTTPS and SSLv3;

Console RJ45 ports

Input range

System power consumption

Port LED

GE out-of-band management ports

24

28

-

4

-

-

-

2G Byte

16K

64M Byte

1K

 9KB

128Gbps

440 * 280 * 44

0º to 50ºC/ -40º to 70ºC

10% to 90% (non-condensing)

●

●

●

●

●

●

●

●

●

●

●

●

●

●

●

● ● ● ●

●

●

●

●

●

1

100-240VAC 50-60Hz

21W

Green: link/active

1

24

28

-

4

24

IEEE802.3af/at

360W

2G Byte

16K

64M Byte

1K

 9KB

128Gbps

440 * 280 * 44

0º to 50ºC/ -40º to 70ºC

10% to 90% (non-condensing)

●

●

●

●

●

●

●

●

1

100-240VAC 50-60Hz

450W

Green: link/active  Yellow: PoE

1

4(combo)

28

24

4

-

-

-

2G Byte

16K

64M Byte

1K

 9KB

128Gbps

440 * 280 * 44

0º to 50ºC/ -40º to 70ºC

10% to 90% (non-condensing)

●

●

●

●

●

●

●

●

1

100-240VAC 50-60Hz

45W

Green: link/active

1

48

52

-

4

-

-

-

2G Byte

16K

64M Byte

1K

 9KB

176Gbps

440 * 330 * 44

0º to 50ºC/ -40º to 70ºC

10% to 90% (non-condensing)

●

●

●

●

●

●

●

●

1

100-240VAC 50-60Hz

45W

Green: link/active

1

Mounting Rackmount Rackmount Rackmount Rackmount

Power Over Ethernet

Performance

L3 Protocols

SW/Protocols

HW/ME

Interface

Certification

Managed Ethernet Switches Managed Ethernet Switches S4300-32FS S4300-52TS S5600-28TS S5600-28TS-P S5600-28FS S5600-52TSS4300-28TS S4300-28TS-P



Total ports number

10/100/1000TX Ports

1G SFP Ports

Power budget

DDRIII capacity

MAC address table size

Flash memory

ARP table size

Jumbo frames

Switching capacity

Dimension(W x D x H) mm

Operating Temperature

Ambient Relative Humidity

/Storage Temperature

FCC ClassA /CE /UL Compliant

Auto-negotiation

Auto-MDI/MDIX

IPv4/IPv6 Dual Protocol Stack;
IPv6 Neighbor Discovery/Discovery Snooping;
IPv6 DHCP client/Snooping; 
MVR /SNMP/HTTP /SSH /Telnet over IPv6

L3 Rounting :Static Unicast Routes,RIP v1/v2, OSPF, BGP;

L3 Rounting :BFD for OSPF/BGP;RIPng, OSPFv3, BGP4+;
Policy routing;Equivalent routing for load balancing;VRRP

802.1Q VLAN; Protocol-based VLAN; 
Port-based VLAN;IP Subnet-based VLAN, 
MAC-based VLAN, Voice VLAN;
1：1 and N：1 VLAN Mapping;GVRP;QinQ

Static link aggregation;LACP;

QoS:Traffic Classification 
(802.1p/ToS/port/DiffServ);SP, WRR, SP+WRR;
8 queues/port of Priority Queues

IGMP:IGMP v1v2v3, IGMP Snooping

ERPSv1, STP/RSTP and MSTP

Standard ACL; Expand ACL;
VLAN ACL,Global ACL;IPv4/IPv6/MAC/ARP ACL

Storm Control CLI via console port or Telnet, 
Web management, 
SNMPv3;RMON (groups 1, 2, 3 and 9);
MIB II;DHCP client, DCHP Relay;
FTP/SFTP/TFTP client;SNTP/NTP;
NTP;LLDP;OAM;UDLD;SMTP;
sFlow;MLDv1/v2;MLD snooping;
ping;Traceroute;syslog

RADIUS / TACACS+,  IEEE 802.1X;
DHCP client/ Relay; DHCP Snooping (Option 82), 
IP Source guard, DoS Protection
HTTPS and SSL

100G QSFP28

GE out-of-band management ports

Console RJ45 ports

System power consumption

10G SFP+ Ports

Power Over Ethernet

Performance

L3 Protocols

SW/Protocols

Certification

Total ports number

1000/2500TX Ports

10G SFP+ Ports

PoE Ports

PoE Mode

Power budget

DDRIII capacity

MAC address table size

Flash memory

ARP table size

Jumbo frames

Switching capacity

Dimension(W x D x H) mm

Operating Temperature

Ambient Relative Humidity

/Storage Temperature

FCC ClassA /CE /UL Compliant

Auto-negotiation

Auto-MDI/MDIX

IPv4/IPv6 Dual Protocol Stack;
IPv6 Neighbor Discovery/
Discovery Snooping; 
IPv6 DHCP client/Snooping; 
MVR /SNMP/HTTP /SSH /Telnet over IPv6

L3 Rounting :Static Unicast Routes

802.1Q VLAN;Protocol-based VLAN; 
Port-based VLAN;
IP Subnet-based VLAN, 
MAC-based VLAN, Voice VLAN;
GVRP;QinQ

Static link aggregation;LACP;

QoS:802.1p/ToS/port/DiffServ;
SP, WRR,SP+WRR;
8 queues/port of Priority Queues

IGMP:IGMP v1v2v3, IGMP Snooping

ERPSv1, STP/RSTP and MSTP

Standard ACL; Expand ACL; 
VLAN ACL;IPv4/IPv6 ACL

Storm Control
CLI,Telnet, Web management, 
SNMPv3; RMON (groups 1, 2, 3 and 9); 
MIB II; DHCP client/Relay/option 66,67 ;
FTP/SFTP/TFTP client; SNTP/NTP; LLDP;
OAM; UDLD; SMTP; sFlow; 
MLDv1/v2; MLD snooping; 
ping; Traceroute; syslog

RADIUS / TACACS+,  IEEE 802.1X;
Port authentication, MAC Authentication bypass;
DHCP Snooping (Option 82), IP Source guard, 
DoS Protection, HTTPS and SSLv3;

Console RJ45 ports

Input range

System power consumption

Port LED

GE out-of-band management ports

24

30

6

-

-

-

512M Byte

32K

256M Byte

1K

12KB

240Gbps

440  * 330 * 44

0º to 50ºC/ -40º to 70ºC

10% to 90% (non-condensing)

●

●

●

●

●

●

●

●

●

●

●

●

●

1

12V/6.25A

75W

Green: link/active

-

24

30

6

24

IEEE802.3af/at/bt

720W

512M Byte

32K

256M Byte

1K

12KB

240Gbps

440  * 330 * 44

0º to 50ºC/ -40º to 70ºC

10% to 90% (non-condensing)

●

●

●

●

●

●

●

●

●

●

●

●

●

1

12V/12.5A  54.5V/14.68A

950W

Green: link/active  Yellow: PoE

-

Mounting Rackmount Rackmount

Power Over Ethernet

Performance

L3 Protocols

SW/Protocols

HW/ME

Interface

Certification

PoE Ports

PoE Mode

Input range

Port LED

48

54

-

-

-

-

2G Byte

16K

64M Byte

1K

9KB

128Gbps

443 * 329 * 44

0º to 50ºC/ -40º to 70ºC

10% to 90% (non-condensing)

●

●

●

●

●

●

●

●

●

●

●

●

-

1

1

100-240VAC Dual Power

120W

Green: link/active

6

HW/ME

Interface

-

54

48

-

-

-

2G Byte

16K

64M Byte

1K

9KB

128Gbps

440 * 420 * 44

0º to 50ºC/ -40º to 70ºC

10% to 90% (non-condensing)

●

●

●

●

●

●

●

●

●

●

●

●

-

1

1

100-240VAC 

120W

Green: link/active

6

-

26

-

-

-

-

2G Byte

16K

64M Byte

1K

9KB

128Gbps

440 * 420 * 44

0º to 50ºC/ -40º to 70ºC

10% to 90% (non-condensing)

●

●

●

●

● ● ●

●

●

● ● ●

●

●

●

●

●

●

2

1

1

100-240VAC 

120W

Green: link/active

24

Managed Ethernet Switches  Managed Ethernet Switches S5800-30TGS S5800-30TGS-HPW S6200-54TS S6200-54FS S6200-26SQ



Total ports number

10G BaseT(X) Ports

10G SFP+ Ports

Flash/ SDRAM

Switching capacity

CPU

Forwarding capacity

Latency/Buffer

MTBF(years)/MTTR(hours)

Chassis 

Operating Temperature(0ºto 45ºC)

Ambient Relative Humidity (5% to 95% non-condensing)

M-LAG(DRNI) S-MLAG

RIP v1/2/RIPng;OSPF v1/v2/v3;ISIS/IPv6 ISIS;
BGP/BGP4+;Routing policy;VRRP;PBR

L3 MPLS VPN;L2 VPN: VLL;VPLS, VLL;
P/PE function;LDP protocol;MCE;MPLS OAM

BGP-EVPN, VxLAN EVPN ES

L2 VxLAN gateway, L3 VxLAN gateway
Distributed VxLAN gateway, Centralized VxLAN gateway
EVPN VxLAN, manual configured VxLAN
IPv4 VxLAN tunnel, IPv6 VxLAN tunnel, QinQ VxLAN access

Port-based VLANs
Mac-based VLAN, Subnet-based VLAN, Protocol VLAN
VLAN mapping, QinQ
MVRP(Multiple VLAN Registration Protocol), Super VLAN, PVLAN

Openflow1.3, Netconf, Ansible
Python//TCL/Restful API to realize DevOps 
automated operation and maintenance, Sflow

IGMP snooping, MLD snooping
multicast VLAN, PIM snooping, IGMP and MLD, PIM, MSDP

LACP, STP/RSTP/MSTP, PVST compatible
STP Root Guard and BPDU Guard
RRPP/ERPS, OAM, Smartlink, DLDP, BFD, VRRP/VRRPE

QOS，WFQ, SP+WDRR, SP+WFQ

Console telnet and SSH terminals, SNMPv1/v2/v3, ZTP, System log
File upload and download via FTP/TFTP
NQA  ping, tracert, VxLAN ping and VxLAN tracert
NTP, PTP(1588v2), GIR Graceful Insertion and Removal

AAA,RADIUS  Support DDos, ARP attack and ICMP attack function
IP-MAC-port binding, IP Source Guard, SSH 2.0, HTTPS, SSL, RMON

802.3x/802.3ad/802.3AH/802.1P/802.1Q
802.1X/802.1D/802.1w/802.1s/802.1AG
802.1x/802.1Qbb/802.1az/802.1Qaz

Safety：UL 60950-1, CAN/CSA C22.2 No 60950-1
IEC 60950-1, EN 60950-1, AS/NZS 60950-1
FDA 21 CFR Subchapter J, GB 4943.1

EMC:FCC Part 15 Subpart B CLASS A
ICES-003 CLASS A, VCCI CLASS A, CISPR 32 CLASS A, EN 55032 CLASS A 
AS/NZS CISPR32 CLASS ACISPR 24, EN 55024, EN 61000-3-2  
EN 61000-3-3, ETSI EN 300 386, GB/T 9254 /YD/T 993

GRPC, ERSPAN, INT, iNQA, Packet trace, Packet capture

GE out-of-band management ports

Console port

Mini USB console port

Power module slot

Fan tray slot

Input range

Typical power consumption

Maximum heat consumption(BTU/hour)

100G QSFP28
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4G/8G

2.16 Tbps

2.4 GHz@4 Cores

1001.7 Mpps

<1μs (64 byte)/32M

35.4/1
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44*440*400 mm(1.74×17.32×15.74 in)
Rackmount, ≤ 10 kg (22.04 lb)

44*440*460 mm(1.74×17.32×18.11 in)
Rackmount, ≤ 10 kg (22.04 lb)
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5 Hot-swappable fan, fan speed adjustable and wind invertible

90v AC to 290v AC  –36v DC to –72v DC

AC : 208W  Double AC : 213W  DC : 207W  Double DC : 217W

AC : 710  Double AC : 727  DC : 706  Double DC : 740
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2.16 Tbps

2.4 GHz@4 Cores

1001.7 Mpps

<1μs (64 byte)/32M

35.4/1
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5 Hot-swappable fan, fan speed adjustable and wind invertible

90v AC to 290v AC  –36v DC to –72v DC

AC : 222W  Double AC : 229W  DC : 230W  Double DC : 236W

AC : 757  Double AC : 781  DC : 784  Double DC : 805
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Performance

L3 Protocols

SW/Protocols

HW/ME

Interface

Standard and Certification

Managed Ethernet Switches S6500-54HF S6500-54HT




